
(2) : PTC koruma özelliği kullanılmayacaksa 
        bu terminaller kısa devre edilebilir

(1) : Nötrsüz ürünlerde bu terminal kapalıdır

(3) : PTC koruma özelliği olmayan ürünlerde
        bu terminaller kapalıdır
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C1, V1, F1 Serisi
Koruma Röleleri

İşletme gerilimi (U )N
85 .. 320V AC (C1,V1,F1 Serileri)
150 .. 500V AC (C1D,V1D Serileri)

Çalışma frekansı 35 .. 70 Hz

Gerilim ayar aralığı
     Alt limit

     Üst limit

150 .. 210V AC (C1,V1 Serileri)
270 .. 370V AC (C1D,V1D Serileri)

240 .. 300V AC (C1,V1 Serileri)
400 .. 500V AC (C1D,V1D Serileri)

Gerilim ölçüm aralığı

Gecikme süresi ayar aralığı 0.1 .. 10sn / 1 .. 10sn (F1) / 0.1 .. 20sn (V1-T)

Gerilim histerisis 6V AC

Frekans histerisis (F1)

UN

Frekans ayar aralığı (F1)
                    Alt limit
                   Üst limit
*Ayarlamanın geçerli olması için yüksek frekans ayarı, 
düşük frekans ayarından en az 2.5 Hz fazla olmalıdır

40 - 42.5 - 45 - 47.5 .. 62.5 Hz
42.5 - 45 - 47.5 - 50 .. 65 Hz

%5 .. %20

Çıkış kontağı 1 C/O

Asimetri histerisis %3 x 230V AC (P1 Serisi)
%3 x 400V AC (P1D Serisi)

PTC alarmı eşik değeri

Aşırı düşük gerilim eşik değeri

Aşırı yüksek gerilim eşik değeri

≈1100Ω

310V AC (C1,V1 Serileri)
510V AC (C1D,V1D Serileri)

140V AC (C1,V1 Serileri)
240V AC (C1D,V1D Serileri)

Koruma sınıfı IP20

Saklama sıcaklığı -40°C .. 75°C

Bağlantı şekli Raya montaj

Maksimum anahtarlama akımı 10A

Çalışma sıcaklık aralığı -20°C .. 60°C

Maksimum anahtarlama gerilimi 250V AC

Maksimum anahtarlama gücü 1250VA

Asimetri ayar aralığı

0.4Hz

Besleme girişi L1 - N (C1,V1,F1 Serileri)
L2 - L3 (C1D,V1D Serileri)

HATA DURUMU

faz yokluğu

faz sırası hatası

asimetri

PTC hatası

aşırı yüksek gerilim

aşırı düşük gerilim
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A (%) =
230V

V (max) - V (min)LN LN 
x 100

nötrlü koruma röleleri:

A (%) =
400V

V (max) - V (min)LL LL 
x 100

nötrsüz koruma röleleri:

(4)L2
(4)L3

(3) : PTC koruma özelliği olmayan ürünlerde
        bu terminaller kapalıdır

(4) : Tek fazlı ürünlerde bu terminaller kapalıdır

tip sipariş no

C1D-SA 270 256

C1D-SAP 270 257

C1D-SVP 270 258

V1 270 159

V1-T 270 162

V1D 270 259

V1D-S 270 260

F1 270 161
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C1, V1, F1 Series
Protection Relays

Operating voltage (U )N
85 .. 320V AC (C1,V1,F1 Series)
150 .. 500V AC (C1D,V1D Series)

Operating frequency 35 .. 70 Hz

Voltage adjustment range
    Lower limit

     Upper limit

150 .. 210V AC (C1,V1 Series)
270 .. 370V AC (C1D,V1D Series)

240 .. 300V AC (C1,V1 Series)
400 .. 500V AC (C1D,V1D Series)

Voltage measurement range

Time delay adjustment range 0.1 .. 10s / 1 .. 10s (F1) / 0.1 .. 20s (V1-T)

Voltage hysteresis 6V AC

Frequency hysteresis (F1)

UN

Frequency adjustment range (F1)
                    Lower limit
                   Upper limit

*Upper limit must be at least 2.5Hz greater
than lower limit for proper operation

40 - 42.5 - 45 - 47.5 .. 62.5 Hz
42.5 - 45 - 47.5 - 50 .. 65 Hz

%5 .. %20

Output contact 1 C/O

Unbalance hysteresis %3 x 230V AC (P1 Series)
%3 x 400V AC (P1D Series)

PTC alarm threshold

Under under voltage threshold

Over over voltage threshold

≈1100Ω

310V AC (C1,V1 Series)
510V AC (C1D,V1D Series)

140V AC (C1,V1 Series)
240V AC (C1D,V1D Series)

Protection class IP20

Storage temperature -40°C .. 75°C

Connection Rail mounted

Maximum switching current 10A

Operating temperature -20°C .. 60°C

Maximum switching voltage 250V AC

Maximum switching power 1250VA

Unbalance adjustment range

0.4Hz

Supply input L1 - N (C1,V1,F1 Series)
L2 - L3 (C1D,V1D Series)

31mm

53.6mm

66.5mm

45mm

68.5mm

90.4mm

90.4mm

17.5mm

(2) : PTC terminals must be shorted when
       not used

(1) : This terminal is closed in the devices 
       without neutral connection

(3) : These terminals are closed in the devices 
       without PTC protection

FAILURE TYPE

phase failure

phase sequence
error

unbalance

PTC error

over over voltage

under under voltage

DESCRIPTION

A1:

A2:

A1:

A2:

A2:

LED INDICATION

L1:

L2:

L3:

R :

L2

L3

L3

L2

L1:

L2:

L3:

R :

L1:

L2:

L3:

R :

L1:

L2:

L3:

R :

R :

PTC
sensor

frequency error
(F < 32Hz or F > 100Hz)

ON: Freq.

R :

L1:

L2:

L3:

R :
t t

A1:

A2:

A1:

over voltage A2:

under voltage A1:

L1:

L2:

L3:

R :
t t t

L1:

L2:

L3:

R :
t t t

over frequency A2:

under frequency A1:

Freq.

R :
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R :
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A (%) =
230V

V (max) - V (min)LN LN 
x 100

devices with neutral connection

A (%) =
400V

V (max) - V (min)LL LL 
x 100

devices without neutral connection

type order no

C1D-SA 270 256

C1D-SAP 270 257

C1D-SVP 270 258

V1 270 159

V1-S 270 160

V1D 270 259

V1D-S 270 260

F1 270 161

un
ba

la
nc

e

ph
as

e 
fa

ilu
re

ph
as

e 
se

qu
en

ce

PT
C 

pr
ot

ec
tio

n

ov
er

 o
ve

r/
un

de
r 

un
de

r
vo

lta
ge

 p
ro

te
ct

io
n

C1-SA 270 156

C1-SAP 270 157

C1-SVP 270 158

ad
ju

st
ab

le
vo

lta
ge

 p
ro

te
ct

io
n

ad
ju

st
ab

le
fr

eq
ue

nc
y 

pr
ot

ec
tio

n

ne
ut

ra
l c

on
ne

ct
io

n

On
 d

el
ay

Of
f d

el
ay

V1-T 270 162

1 32

(2,3)PTC

L2 L3

L1N

L1
(1)

N

(4)L2
(4)L3

(4) : These terminals are closed in monophase 
        devices 
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