
TT-RTD-LP
Non-Isolated PT100 Transducer

dimensions

31mm

53.6mm

66.5mm

45mm

68.5mm

90.4mm

90.4mm

17.5mm

type order noinput temperature range connections

V+ Io

T
T
-R

T
D

-L
P

Power
Supply

(10-30V DC)

A

P+ P- P-

RTD

V+ Io

T
T
-R

T
D

-L
P

Power
Supply

(10-30V DC)

A

P+ P- P-

RTD

(3 wire connection) (2 wire connection)

INPUT

POWER
and
OUTPUT

CURRENTRTD

Response time

≤ %0.02/°C

IP class IP20

Connection Screw terminals / Cage clamp

Sensor excitation current < 0.6mA

Protection

10 .. 30V DC

Measurement error < %0.1 Full scale

Mounting type Rail mounted

Operating temperature -20°C .. 60°C

Input type

Output current 4 .. 20mA

Linear output range 3.6mA .. 23.6mA 

Supply voltage

technical specifications

PT100, 2 or 3 wire connection

Temperature coefficient

≤ 750ΩLoad

Sensor failure

Over voltage and reverse connection
protection

24.6mA (at least 2 wire is broken)

3.1mA (1 wire is broken)

< 20ms
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TT-RTD-LP (17.5 mm) Special product 603 868
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http://www.klemsan.com.tr/pt100-transducers
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